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NEW!

• Sophisticated Technology
•  Precise Measurement
•  Simple to Use
•  Increased Customer Satisfaction
•  Water Tight Operation cartridge
•  Measures Varying Flow Rate

•  Elegant & Unobtrusive
•  Reset/Test Button
•  Assures Top Performance for
     the rated lifespan of 
     purification cartridges and
 mudules

ACCUFLOW BENEFITS/FEATURES

> Orange Light
      Rinse Cycle - First Gallon

> Green Light
      Purification Cycle

> Orange Light
      Warning - 100 Gallons Remaining

> Red Light
      Notice - Change Cartridge

ACCUFLOW™

PURIFICATION DEVICE OPTIMIZER

Introducing ACCUFLOW™ sensor, an innovative, highly 
accurate, flow rate and flow volume monitoring device. 
ACCUFLOW provides maximum effectiveness and value in the 
use of all X-1 through X-2 model General Ecology® purifiers.

Accumulating flow rate information every 100 milliseconds, Accumulating flow rate information every 100 milliseconds, 
ACCUFLOW sensor updates an integral micro computer and 
status display every second as water is purified. Consumers 
view the results of these sophisticated measurements in the 
form of an elegantly straightforward, single LED light. 
Sophisticated yet simple, ACCUFLOW is another great 
innovation from General Ecology, Inc., the performance 
leader in POU water purification.leader in POU water purification.

* Independently certified to meet EPA Guide Standard Protocol for
   Microbiological Purifiers to remove cysts, bacteria, and viruses.

 Independently certified to meet NSF/ANSI Standard 53, (Health Effects) for accuracy. 
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SEAGULL®IV X-2KF with

Sophisticated Simplicity 
for Optimal Purification*

General Ecology, Inc.
Exton, PA 19341  •  610-363-7900  •  fax 610-363-0412  •  www.generalecology.com  •  info@generalecology.com

made in
USA




